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VALVE BOX DETAIL

718

NOTES:

1. ALL EXISTING VALVE BOXES IN NEW PAVEMENT AREAS SHALL BE REPLACED WITH THE LATEST MODEL.

2. VALVE BOX LIDS SHALL BE INSTALLED FLUSH WITH FINISHED GRADE.

3. UTILITY ADJUSTMENTS TO FINAL GRADE SHALL BE DONE AFTER THE PAVING OPERATIONS ARE COMPLETE.

NTS

SECTION

NTS

PLAN

ALIGN INTERNAL VALVE BOX NUBS IN THE

DIRECTON OF THE WATER MAIN (AS SHOWN)

VALVE BOX COVER, EAST JORDAN IRON

WORKS, EJIW 6800

3"   MIN HMA CLASS 1/2"

ADJUSTMENT OF EXISTING

VALVE BOX IN PAVEMENT

NEW CONSTRUCTION

FINAL GRADE

FINAL GRADE

EXISTING

ASPHALT

(VARIES)

1'-0"

6" MIN OVERLAP AFTER

FINAL ADJUSTMENT

VALVE BOX TOP

EJIW 8555-16" (TYP)

FINAL ADJUSTMENT

EXCAVATION (TYP)

DEPTH VARIES

INITIAL INSPECTION

EXCAVATION (TYP)

DEPTH VARIES

CONCRETE,  CLASS

3000, DEPTH VARIES

VALVE BOX

EXTENSION CAST

IRON SOIL PIPE (TYP)

VALVE OPERATING

NUT EXTENSION (TYP)

VALVE BOX BOTTOM

(TYP)

ETHAFOAM

12" MIN

DIAMETER

(TYP)

BEDDING. SEE

STD TRENCH

DET 201 (TYP)

BACKFILL. SEE

STD TRENCH

DET 201 (TYP)

SEE STD DET

301 FOR

PAVEMENT

SECTION
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VALVE BOTTOM

SHALL BE EJIW

8555-24" (TYP)

10" MIN

OVERLAP

(TYP)

CONCRETE,

CLASS 3000
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BACKFILL. SEE

STD TRENCH

DETAIL 201

(TYP)

 STANDARD  DETAILS

DETAIL NUMBER:FILE NAME:REVISION DATE:  MARCH  01, 2017

APPROVED BY: SCOTT THOMASSON

WATER/WASTEWATER ENGINEERING MANAGER


